
A 100% NEUTRAL CURE SILICONE WITH EXCELLENT 
WEATHER AND UV RESISTANCE AND A MATT FINISH.

• 100% neutral cure silicone
• Weather & UV resistant
• Strong adhesion to glass
• Will not corrode metals
• Low VOC
• Matt finish

PROPERTY TYPICAL RESULT

Technology Neutral (oxime) cure silicone

Colour Clear, black

Density 1.02 (clear) 
1.33 (black)

Application Temperature Minimum 5°C

Skin Time 25ºC / 50% RH 5 – 10 minutes

Cure Rate 10mm in 5–7 days

Slump No Slump

Tensile Strength 2.0 MPa (clear) 
1.3 MPa (black)

Shore A Hardness 28 (clear) 
30 (black)

Elongation at Break 400% (clear) 
>680% (black)

Movement Capability +/- 25%

Service Temperature -60 – 180ºC (clear) 
-40 – 140ºC (black)

VOC Content SCAQMD Method 304-91 33 g/L (clear) 
38 g/L (black)

Indicative data only, not intended for preparation of specifications

GLASS SEALANT

PRODUCT CODE BARCODE COLOUR SIZE CARTON QTY LAYER QTY PALLET QTY

102103 9300697129888  CLEAR 300G 12 432 1,728

102104 9300697129895  BLACK 400G 12 432 1,728


