
Our new 34” & 40” Walk Behind Trowel Machines 
were designed in Australia for the Australian and 
Oceania construction markets.

The Hoppt Aussie-designed Tradee trowel 
machines incorporate amazing balance, 
improved serviceability, engineered gear boxes 
and cast iron spiders for professional 
performance and durability.

Incorporating built in tool and water bottle 
holder the Hoppt Tradee Trowel provides 
contractors the ideal machine for residential and 
general construction work.

TRADEE TROWELS ~ TOL34A/TOL40A

HOPPT AUSTRALIA PTY LTD

Technical Data
DESCRIPTION TOL34A TOL40A
MACHINE DIMENSION – L x W x H (mm) 1,600 x 950 x 980  1670 x 1130 x 1000

GUARD RING DIAMETER (mm) 950 1,130

OPERATING WEIGHT (kg) 70 80
MAX. BLADE PITCH ANGLE (°) 15
BLADE OPERATING SPEED (rpm) 50 - 150
ENGINE OPTIONS Honda GX200 – 4.1kW – 4 stroke Petrol

Features and Benefits
• Designed in Australia
• Quick pitch blade adjuster
• Heavy duty deadman switch
• Heavy duty throttle
• Central Lifting Hook
• Tool Holder
• Water Bottle Holder
• HONDA GX200 engine
• 12 month machine warranty
• Industry standard blade size
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AUSTRALIA Quality . Dependable . Reliable
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